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Description 
Black Gold Rush Industries enclosed vapour 
combustors (EVCs) effectively combust all volatile 
organic compounds (VOCs), benzene, toluene, 
ethylbenzene, and xylenes (BTEXs) produced 
from oil and gas equipment, such as storage 
tanks, casing gas, dehys, pneumatic devices, 
pumps or any other low-pressure venting 
equipment.  
 
Black Gold Rush’s EVC is the most effective and 
economical option to reduce the methane 
emissions from oil and gas sites. The combustors 
can be placed within 10m of wells, tanks or 
existing process equipment and do not require 
expensive valve train or piping. The patented 
burner system achieves 99.99% total 
hydrocarbon destruction with as low as 2oz of 
pressure. No additional fuel gas, air assist, or 
power is required.  
 
The combustors can be solar-power-operated 
using a CSA B149.3 compliant burner 
management system.  
 

 

 

A small continuous pilot that uses less than 100 scf/d of fuel gas allows for stable combustion of 
intermittent flows as soon as the vapours enter the combustion chamber.  
 
All Black Gold Rush EVCs have been third-party tested and meet or exceed the U.S EPA, AER D-60, and 
Saskatchewan S-10 / S-20 regulations. 

Technology Group 

Combustors, Flares and Incinerators – Facilities Design and Equipment 

Site Applicability 

Versatile and easy to install, Black Gold Rush EVCs can be used in almost any area of the oil and gas 
industry including upstream oil and gas facilities, midstream pipeline facilities, or loading/unloading 
facilities, and are able to handle a wide range of gas types including H2S.  

Emissions Reduction and Energy Efficiency 

 BGR 18- Up to 20,000 scf/d (566m3/d) 

 BGR 24- Up to 50,000 scf/d (1415m3/d) 

 BGR 36- Up to 100,000 scf/d (2831m3/d) 



 

Economic Analysis 

Capital Cost: $20,000.00-$50,000.00 depending on model and volume of vent gas required 
to be combusted. 
 

Installation Cost: Installation costs are reflective of individual client operations and the level of 
automation required. Other factors, such as quality of insulating, heat tracing, 
and piping configuration also impact installation costs. 
 

Operating Cost: Operating costs of the Black Gold Rush EVCs are extremely low. Continuous 
pilot fuel gas is the only operating cost. The ACL 1500 pilot uses less than 100 
scf/d (2.8m3/d) of propane or fuel gas. 
 

Maintenance Cost:   The only associated maintenance cost is company personnel to inspect the 
unit. In some rare circumstances, replacement of a battery on the solar 
package would be an additional cost. 
 

Carbon Offset Credits: Black Gold Rush EVCs qualify for carbon offset credits when combusting 
volumes below the allowable vented rates set out by the Alberta Energy 
Regulator (500m3/d). Above this rate operators are required to capture or 
combust the vent gas. 
 

Payback, Return on 

Investment and 

Marginal Abatement 

Cost:  

Return on Investment (ROI) is directly correlated to the carbon offset credits 
received or the amount of carbon tax avoided. 
 

Reliability 

Expected Lifetime:  When operated within the recommended specifications, the Black Gold Rush 
EVC can provide effective service for the life of a facility.  
 

Maintenance:  Black Gold Rush provides onsite startup and commissioning services to each 
client. No special training or certifications are required. Each system is easy to 
install and simple to use. Periodic operator checks should be conducted on 
the unit to inspect the burner. 

Safety 

Shutdown and start up procedures, along with a heat shield around the fire tube, provide for operator 
safety. Flame arrestors on the air intakes are a part of each unit, and it is recommended in-line flame 
arrestors be installed on the waste gas stream.  

Regulatory 

 The BMS system is a fully CSA approved and B149.3 compliant system 

 Combustion efficiency meets and exceeds all AER regulatory requirements 

Vendor Information 

Company Name:   Black Gold Rush Industries Ltd. 



 

Company Website: www.bgrindustries.com  

Contact Person: Dallas Rosevear 

Contact Phone#: 403-507-0485 
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